
64   PVC-SCHLAUCHVERSCHRAUBUNGEN
FITTINGS FOR PLASTIC CONDUITS

Verschraubung
TYP GFMF

Fitting
TYPE GFMF

Material: Messing vernickelt
Ausführung: Aussengewinde, starr
Schutzart: IP67
Temperaturbereich: -20°C bis +105°C

Material: Nickel-plated brass
Execution: Rigid male thread
Protection Rating: IP67
Temperature Range: -20°C up to +105°C

Art. Nr.
Art. No.

Gewinde
Thread

Schlauch NW
Conduit DN

SW1
mm

SW2
mm

GL
mm

ID
mm

VPE Stk.
Unit pcs.

GFMF10M12 M12 10 22 24 10 8,0 20
GFMF10M16 M16 10 22 24 10 8,5 20
GFMF10M20 M20 10 22 24 10 8,5 20
GFMF12M16 M16 12 24 26 10 10,5 20
GFMF12M20 M20 12 24 26 10 10,5 20
GFMF15M20 M20 15 28 30 10 13,5 20
GFMF20M25 M25 20 35 38 10 18,5 10
GFMF27M32 M32 27 42 45 12 25,0 10
GFMF36M40 M40 36 50 53 12 34,0 5
GFMF40M50 M50 40 58 61 13 37,5 5
GFMF47M63 M63 47 64 70 13 44,0 2

Art. Nr.
Art. No.

Gewinde
Thread

Schlauch NW
Conduit DN

SW1
mm

SW2
mm

GL
mm

ID
mm

VPE Stk.
Unit pcs.

GFMF10PG07 PG7 10 22 24 10 8,5 20
GFMF10PG09 PG9 10 22 24 10 8,5 20
GFMF10PG11 PG11 10 22 24 10 8,5 20
GFMF10PG13 PG13,5 10 22 24 10 8,5 20
GFMF12PG11 PG11 12 24 26 10 10,5 20
GFMF12PG13 PG13,5 12 24 26 10 10,5 20
GFMF15PG13 PG13,5 15 28 30 10 13,5 20
GFMF13PG16 PG16 15 28 30 10 13,5 20
GFMF20PG21 PG21 20 35 38 12 18,5 10
GFMF27PG29 PG29 27 42 45 12 25,0 10
GFMF36PG36 PG36 36 50 53 12 34,0 5
GFMF40PG36 PG36 40 58 61 17 37,5 5
GFMF40PG42 PG42 40 58 61 13 37,5 5
GFMF47PG48 PG48 47 64 70 13 44,0 2
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Technische Zeichnung
Engineering drawing

Geeignet für Schläuche des Typs
For conduit types

GP
(S.59)

GF
(S.55)

GEWINDEART METRISCH
+105

-20
°C

GEWINDEART PG
+105

-20
°C


