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ATP-HA Series

ATP     -     204     HA      VB     1.5

ATP - HA

ATP-HA pump is applied double oil seal and
have excellent endurance.

For using in high temperature. This type can be
endure high temperature (below 180'C) appling
the oil seal used the FKM Material. (Option) 

This pump has a relief valve to control the
pressure so that can avoid the load in motor and
pump operation.(Option)

This pump is used transferring of oil and fuel,
lubrication of machine and tools, hydraulic
applications.

Type /rev

Discharge volume

/min
Max'

Pressure

MPa

Per-
missive
Rotation

rpm

Net
weight

kg

1500rpm 1800rpm HA
HAF

HAVB
HAVD

ATP-204HA 4.2 6.3 7.5 3.0 300-2500 3.2 3.6
ATP-206HA 6.0 9.0 10.8 3.0 300-2500 3.2 3.6
ATP-208HA 8.4 12.6 15.1 3.0 300-2500 3.3 3.7
ATP-210HA 10.2 15.3 18.3 3.0 300-2500 3.4 3.8
ATP-212HA 12.0 18.0 21.6 3.0 300-2000 3.6 4.0
ATP-216HA 16.2 24.3 29.1 3.0 300-1800 3.8 4.2
ATP-220HA 19.8 29.7 35.6 3.0 300-1800 4.1 4.5

Division
Domain 

MPa
1S 0 - 0.4
2S 0.4 - 0.8
3S 0.6 - 1.5
4S 1.2 - 3.0

ATP - HAVB

ATP - HAB

ATP - HABVB

Relief valve


